
 

Rubber Isolation Bushing Two 

Part 

Two Piece mountings are ideal for reducing vibration. Isolate high shock forces. Reduce 

stress on brackets and f ixings. Use in static of mobile applications. Designed to isolate 

the mounting bolt and transfer of vibration and shock. Ideal for vehicle and off road use. 

Isolate pumps, motors, generators and equipment. Install with top and bottom washers. 

Available in two hardnesses. Provides a failsafe installation. 

 

 

Advantages: 
■ variable depth f ixing 
■ Multi directional isolation 

Applications: 
■ Automotive  
■ Pumps, compressors 

 

 

 
 



Part 
no. 

A/E 
Flange 
height 

B 
Core 
diam 

C/D 
Core heights 

 

F 
Hole diam 

G 
Diam. 

R 
Radius 

RB33 12.3/ 12.3 20.1 10.3/ 9.3 10.3 33 1 

RB64 22.5/ 23 39.5 24/ 14 16.5 64 2.5 

RBB35 7.5/ 7.5 22.6 5/ 4.9 10.35 35 1 

RB331 12.3 / 12.3 20.1 10.3/ 2.5 10.3   33 1 

 

Part no T max T min Max load  
45 Shore A Hardness 

Max load  
60 Shore A Hardness 

RB33 9.5 9.4 40 60 

RB64 22 19 120 260 

RBB35 6 6 42 84 

RB3312 5 5 35 75 

 

Hardness Shore A.  Max load should be de-rated for off road and high dynamic 

applications. Load is maximum compressive load in Kg Please note: All specifications 

shown herein are typical values and are not guaranteed. It is recommended to test in 

application for suitability. 
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